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ITEM CODE: L-5572 AX FP RANGE 

MORTISE NIGHTLATCH LOCK  
 

Features:  

 

• Area of application: for single rebated or flush wooden and metal doors.  

• Material: forend and latchbolt in stainless steel EN 1.4301 (type SUS304), optional in 

EN 1.4401 (type SUS316). 

• Lockcase or closure: pierced to accept Europrofile cylinder and 38 mm bolt through 

centers for fixing lever and cylinders roses. Bolt holes in vertical alignment for fixing 

backplate furniture. 1.5 mm thickness of cold-rolled hot dipped galvanized sheet with 

dimension size: depth 84 x height 165 mm x 15 mm for L-5572 AX FP. 

• Forend: Standard width 20 mm, thickness 3 mm, optional 24 mm. Standard square 

edges, optional round. 

• Latchbolt: convex shape, withdrawn by key. Lever follower: 8 mm square, anti-rattle 

function. Available centre to centre: 72 mm. 

• Standard backset: 55 mm, optional 45, 50, 60 mm. 

• Function: latchbolt operated by lever handle or turn knob from either side. Double 

cylinder or key with turn withdraws latchbolt from either side. When door is shut the latchbolt is locked against 

end pressure due to anti-thrust latch below latchbolt. 

• Handing: reversible at site (right or left). 

• Supplied with: 1 pc mortise nightlatch, 1 pc flanged striking plate with curved lipping, 1 pc pocket, 4 pcs 

countersunk flat head wood screws (2 pcs x dia. 4.8 x 25 mm + 2 pcs x dia. 3.5 x 16 mm) and 4 pcs countersunk 

flat head machine screws (2 pcs x M5 x 12 mm + 2 pcs x M4 x 12 mm). 

• Meets dimensional recommendations of BS8300 and ADM (Approved Document M) for locks. 

• Tested successfully with steel doors up to 4 hours. 

• Standard finish: Satin Stainless Steel (SSS). Other finishes are available upon request. 

• Optional: Intumescent fire protection kit for wood doors. 
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